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Belkin IAD F1PI241EGau
Release 0.35

1. Increment release #

2. Fixed bug system will reboot while client tries to reconnect to AP rapidly.

3. Modified firewall code to permit any old sessions coming from SIP server when the SIP server is set to be trusted.
4. Added MRU and MSS fields on the PVC page

5. Changed the default value 'Re-Registration Time Interval' from 300 to 1800.

6. Fixed WEP over WDS fails to connect to AP.
7. Update ADSL driver, and datapump
8. Updated firewall module.

9. Updated NAT module to address MSN drop-out issue
10. Fixed WPA issue: WPA function, system will crash.

11. Increased buffer size of httpd module.

12. Fixed a bug in PPP session. When ppp server sends the DNS information, system may not set it correctly.

13. Upgrade wireless module.

14. Change setting: wireless is on by default.

15. Fixed bug sometimes only one side can hear voice.

16. Changed the wireless channel of factory setting to 6

17. Updated wireless driver to support WPA2, 
18. Fixed wireless security UI bugs

19. Fixed bug: When restore old config backup from old FW, UI may show 'File too short' error message.
20. Update ADSL driver, and datapump

21. Fix bug in wireless module.
22. Fixed buttons have underline when using Firefox browsing WEB.
23. Uptime option added

24. Fixed bug while download configuration binary file from CPE more than twice, the configuration file will be wrong.

25. Fixed bug VoIP call fails when a PSTN incoming call to FXS.

26. Removed Ozemail logo, and replaced new iiNet logo.
27. Daylight Saving option added

28. Option to assign fixed IP to client using MAC address
